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Report Reference: 
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Issue Date: 
 

2024-06-07 
 

 KUNG LONG BATTERIES INDUSTRIAL CO LTD 
6 Tzu-Li 3Rd Rd Nantou City 540 
Taiwan 
 

This certificate confirms that representative samples of: 
BAZR2 - Valve Regulated or Vented Batteries with Aqueous 
Electrolytes - Component 
 

See Addendum Page for Product Designation(s). 
 

Have been evaluated by UL in accordance with the component requirements in the 
Standard(s) indicated on this Certificate. UL Recognized components are 
incomplete in certain constructional features or restricted in performance 
capabilities and are intended for installation in complete equipment submitted for 
investigation to UL LLC. 
 

UL 1989, Edition 6, Issue Date 2023-09-21 
 

Additional Information: 
See UL Product iQ® at https://iq.ulprospector.com for additional information. 

   

This Certificate of Compliance indicates that representative samples of the product 
described in the certification report have met the requirements for UL certification. It 
does not provide authorization to apply the UL Recognized Component Mark. Only 
the Authorization Page that references the Follow-Up Services Procedure for 
ongoing surveillance provides authorization to apply the UL Mark.  
 

Only those products bearing the UL Recognized Component Mark should be 
considered as being UL Certified and covered under UL’s Follow-Up Services.  
 

Look for the UL Recognized Component Mark on the product. 1 
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This is to certify that representative samples of the product as specified on this certificate were tested according to the 
current UL requirements. 

  

Model Product Description 

LG4.5-6 Sealed cell, lead acid batteries with 
pressure release vents 

WP1.2-12 Sealed cell, lead acid batteries with 
pressure release vents 

WP1.2-12-H Sealed cell, lead acid batteries with 
pressure release vents 

WP1.2-12-Z "Sealed cell, lead acid batteries with 
pressure release vents" 

WP1.2-12T(XXXX) "Sealed cell, lead acid batteries with 
pressure release vents" 

WP1.2-12T(XXXX)V0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WP1.2-12V0 Sealed cell, lead acid batteries with 
pressure release vents 

WP1.2-12V0-H Sealed cell, lead acid batteries with 
pressure release vents 

WP1.2-6 Sealed cell, lead acid batteries with 
pressure release vents 

WP1.2-6-H Sealed cell, lead acid batteries with 
pressure release vents 

WP1.2-6-Z "Sealed cell, lead acid batteries with 
pressure release vents" 

WP1.2-6V0 Sealed cell, lead acid batteries with 
pressure release vents 

WP1.2-6V0-H Sealed cell, lead acid batteries with 
pressure release vents 

WP1.3-12 Sealed cell, lead acid batteries with 
pressure release vents 

WP1.3-12T Sealed cell, lead acid batteries with 
pressure release vents 

WP1.3-12TV0 Sealed cell, lead acid batteries with 
pressure release vents 

WP1.3-6 Sealed cell, lead acid batteries with 
pressure release vents 

WP1.5-12 Sealed cell, lead acid batteries with 
pressure release vents 
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WP1.5-6 Sealed cell, lead acid batteries with 
pressure release vents 

WP10-6 Sealed cell, lead acid batteries with 
pressure release vents 

WP10-6V0 Sealed cell, lead acid batteries with 
pressure release vents 

WP2-6 Sealed cell, lead acid batteries with 
pressure release vents 

WP2.8-6R "Sealed cell, lead acid batteries with 
pressure release vents" 

WP3.2-6R Sealed cell, lead acid batteries with 
pressure release vents 

WP4-12 Sealed cell, lead acid batteries with 
pressure release vents 

WP4-12-H "Sealed cell, lead acid batteries with 
pressure release vents" 

WP4-12V0 Sealed cell, lead acid batteries with 
pressure release vents 

WP4-6 Sealed cell, lead acid batteries with 
pressure release vents 

WP4-6B Sealed cell, lead acid batteries with 
pressure release vents 

WP4-6BV0 Sealed cell, lead acid batteries with 
pressure release vents 

WP4-6H "Sealed cell, lead acid batteries with 
pressure release vents" 

WP4-6V0 Sealed cell, lead acid batteries with 
pressure release vents 

WP4-6W Sealed cell, lead acid batteries with 
pressure release vents 

WP4-6WL Sealed cell, lead acid batteries with 
pressure release vents 

WP4.5-12 Sealed cell, lead acid batteries with 
pressure release vents 

WP4.5-12-H "Sealed cell, lead acid batteries with 
pressure release vents" 

WP4.5-12-Z "Sealed cell, lead acid batteries with 
pressure release vents" 

WP4.5-12V0 Sealed cell, lead acid batteries with 
pressure release vents 

WP4.5-6, WP4.5-6N Sealed cell, lead acid batteries with 
pressure release vents 
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WP4.5-6-H "Sealed cell, lead acid batteries with 
pressure release vents" 

WP4.5-6S Sealed cell, lead acid batteries with 
pressure release vents 

WP4.5-6V0 Sealed cell, lead acid batteries with 
pressure release vents 

WP4.5-6V0-H "Sealed cell, lead acid batteries with 
pressure release vents" 

WP4.5-6W Sealed cell, lead acid batteries with 
pressure release vents 

WP4.5-6WL Sealed cell, lead acid batteries with 
pressure release vents 

WP5-12, WP5-12B "Sealed cell, lead acid batteries with 
pressure release vents" 

WP5-12-H "Sealed cell, lead acid batteries with 
pressure release vents" 

WP5-12-L "Sealed cell, lead acid batteries with 
pressure release vents" 

WP5-12-M "Sealed cell, lead acid batteries with 
pressure release vents" 

WP5-12-Y Sealed cell, lead acid batteries with 
pressure release vents 

WP5-12-Z "Sealed cell, lead acid batteries with 
pressure release vents" 

WP5-12B-H "Sealed cell, lead acid batteries with 
pressure release vents" 

WP5-12BV0 Sealed cell, lead acid batteries with 
pressure release vents 

WP5-12SHR Sealed cell, lead acid batteries with 
pressure release vents 

WP5-12SHRV0 Sealed cell, lead acid batteries with 
pressure release vents 

WP5-12V0 Sealed cell, lead acid batteries with 
pressure release vents 

WP5-12V0-H "Sealed cell, lead acid batteries with 
pressure release vents" 

WP5-12V0-L "Sealed cell, lead acid batteries with 
pressure release vents" 

WP5-12V0-M "Sealed cell, lead acid batteries with 
pressure release vents" 

WP5-12V0-Y Sealed cell, lead acid batteries with 
pressure release vents 
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WP5.6-6 Sealed cell, lead acid batteries with 
pressure release vents 

WP6-6, WP6-6A Sealed cell, lead acid batteries with 
pressure release vents 

WP634W "Sealed cell, lead acid batteries with 
pressure release vents" 

WP634WV0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WP7-6, WP7-6A Sealed cell, lead acid batteries with 
pressure release vents 

WP7-6-H "Sealed cell, lead acid batteries with 
pressure release vents" 

WP7-6-Z "Sealed cell, lead acid batteries with 
pressure release vents" 

WP7-6A-Z "Sealed cell, lead acid batteries with 
pressure release vents" 

WP7-6B "Sealed cell, lead acid batteries with 
pressure release vents" 

WP7-6S "Sealed cell, lead acid batteries with 
pressure release vents" 

WP7-6V0 Sealed cell, lead acid batteries with 
pressure release vents 

WP7-6V0-H "Sealed cell, lead acid batteries with 
pressure release vents" 

WP8-12 Sealed cell, lead acid batteries with 
pressure release vents 

WP8-12-Z Sealed cell, lead acid batteries with 
pressure release vents 

WP8-12V0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WP8-12V0-Z "Sealed cell, lead acid batteries with 
pressure release vents" 

WP8-6, WP8-6A Sealed cell, lead acid batteries with 
pressure release vents 

WP8.5-12 Sealed cell, lead acid batteries with 
pressure release vents 

WP8.5-12V0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WP8.5-6A Sealed cell, lead acid batteries with 
pressure release vents 

WP8.5-6AV0 Sealed cell, lead acid batteries with 
pressure release vents 
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WP9-6, WP9-6A Sealed cell, lead acid batteries with 
pressure release vents 

WP9-6A-Z "Sealed cell, lead acid batteries with 
pressure release vents" 

WP9-6AI "Sealed cell, lead acid batteries with 
pressure release vents" 

WP9-6AIV0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WP9-6AV0 Sealed cell, lead acid batteries with 
pressure release vents 

WP9.5-6 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS10-12 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS10-12-H "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS10-12V0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS10-12V0-H "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS12-12 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS12-12-Z "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS12-12T Sealed cell, lead acid batteries with 
pressure release vents 

WPS12-12TV0 Sealed cell, lead acid batteries with 
pressure release vents 

WPS12-12V0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS12-12V0-Z Sealed cell, lead acid batteries with 
pressure release vents 

WPS17-12(XXXX) Sealed cell, lead acid batteries with 
pressure release vents 

WPS17-12(XXXX)-H Sealed cell, lead acid batteries with 
pressure release vents 

WPS17-12(XXXX)-Z Sealed cell, lead acid batteries with 
pressure release vents 

WPS17-12(XXXX)V0 Sealed cell, lead acid batteries with 
pressure release vents 

WPS17-12(XXXX)V0-H "Sealed cell, lead acid batteries with 
pressure release vents" 
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WPS17-12(XXXX)V0-Z Sealed cell, lead acid batteries with 
pressure release vents 

WPS18-12(XXXX) Sealed cell, lead acid batteries with 
pressure release vents 

WPS18-12(XXXX)V0 Sealed cell, lead acid batteries with 
pressure release vents 

WPS2.3-12 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS2.3-12-H "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS2.3-12-Z "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS2.3-12V0 Sealed cell, lead acid batteries with 
pressure release vents 

WPS2.3-12V0-Z Sealed cell, lead acid batteries with 
pressure release vents 

WPS26-12 Sealed cell, lead acid batteries with 
pressure release vents 

WPS26-12-H "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS26-12-L "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS26-12E "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS26-12EV0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS26-12N Sealed cell, lead acid batteries with 
pressure release vents 

WPS26-12N-Z Sealed cell, lead acid batteries with 
pressure release vents 

WPS26-12NV0 Sealed cell, lead acid batteries with 
pressure release vents 

WPS26-12NV0-Z Sealed cell, lead acid batteries with 
pressure release vents 

WPS26-12V0 Sealed cell, lead acid batteries with 
pressure release vents 

WPS26-12V0-H "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS26-12V0-L "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS3-6 "Sealed cell, lead acid batteries with 
pressure release vents" 
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WPS3-6V0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS35-12(XXXX) "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS35-12(XXXX)V0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS4-12 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS4-12-H Sealed cell, lead acid batteries with 
pressure release vents 

WPS4-12V0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS4-6 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS4-6-H Sealed cell, lead acid batteries with 
pressure release vents 

WPS4-6V0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS4-6V0-H "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS4.5-12 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS4.5-12V0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS40-12(XXXX) Sealed cell, lead acid batteries with 
pressure release vents 

WPS40-12(XXXX)-H Sealed cell, lead acid batteries with 
pressure release vents 

WPS40-12(XXXX)-L "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS40-12(XXXX)V0 Sealed cell, lead acid batteries with 
pressure release vents 

WPS40-12(XXXX)V0-H Sealed cell, lead acid batteries with 
pressure release vents 

WPS40-12(XXXX)V0-L "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS45-12(XXXX) "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS45-12(XXXX)V0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS5-12 "Sealed cell, lead acid batteries with 
pressure release vents" 
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WPS5-12-Z "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS5-12V0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS5-12V0-Z Sealed cell, lead acid batteries with 
pressure release vents 

WPS55-12(XXXX) "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS55-12(XXXX)V0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS65-12 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS65-12A(XXXX) "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS65-12A(XXXX)V0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS65-12N "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS65-12NV0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS65-12V0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS7-12 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS7-12-H Sealed cell, lead acid batteries with 
pressure release vents 

WPS7-12-L Sealed cell, lead acid batteries with 
pressure release vents 

WPS7-12V0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS7-12V0-H "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS7-12V0-L "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS7.2-12 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS7.2-12V0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS7.5-12 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS7.5-12V0 "Sealed cell, lead acid batteries with 
pressure release vents" 
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WPS8-12 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS8-12-Z Sealed cell, lead acid batteries with 
pressure release vents 

WPS8-12V0 "Sealed cell, lead acid batteries with 
pressure release vents" 

WPS8-12V0-Z "Sealed cell, lead acid batteries with 
pressure release vents" 

  


